PAINT SPECIFICATIONS:

IRON AND STEEL LIGHT POLE PARTS
PR PLANS ARE TO BE FACTORY POLYESTER
POWDER COATED WITH PEKING BLUE,
ENDURASHIELD TREMEC #073B2705A

VISCO 20C FINIAL
VISCO G1 ARM
ASSEMBLY

— 8556A, OR APPROVED

ALL CAST

EQUAL.

2" SCH 40
STEEL PIPE

C012P1UF-DP3AR-GAL-3—
(130W)—4K—240—ADH-F7AP-
PT-SCTX-CP4072

WTH

HOUSE-SIDE

SHILDING

35'=0" POLE HEIGHT

WISCO (VI-WB/21-G1—F /35'—LA/8") POLE AND
BASE ASSEMBLY (7 GA, 9" BASE DIA, STEEL
FLUTED TAPERED POLE 0.14"/FT TAPER)

APPLY SILICONE SEALANT AT INSTALLATION

VISCO WB/21 SPLIT CAST IRON BASE WITH
REMOVABLE ACCESS DOOR

(4) 11" SLOTS ACCEPTING:
(4) 1" x 36" A307
GALVANIZED ANCHOR BOLTS

/—1' A36 STEEL PLATE

N

N
N ™ 12" BOLT CIRCLE
21" | BASE_PLATE DETAIL

27 1/2]

ROADWAY LUMINARE
AND POLE
NTS

NOTES:
1. HAND HOLE ACCESS DOOR SHALL BE MOUNTED AT 270°
2. HAND HOLE ACCESS DOOR FOR RECEPTACLE SHALL BE MOUNTED AT 90°
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